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17. ALL GRADES SHALL BE FIELD VERIFIED BY THE CONTRACTOR ON THE SITE AND THE
OWNER'S REPRESENTATIVE SHALL BE NOTIFIED OF ANY DISCREPANCIES BEFORE
PROCEEDING WITH THE WORK.

18. ALL WALKWAYS SHALL BE STAKED ON APPROVED FINISH GRADE, AND SHALL BE POURED
TO ENSURE POSITIVE 1%- 2% SHEET DRAINAGE ACROSS WALKS, COMPLYING WITH THE
NATURAL DRAINAGE PATTERNS ON-SITE.

19. LONGITUDINAL SLOPE ON ALL PEDESTRIAN WALKWAYS AND TRAILS SHALL NOT EXCEED
4.9%.  CROSS SLOPE ON ALL PEDESTRIAN PAVEMENTS SHALL NOT EXCEED 2%.

20. ALL GRADING SHALL PROVIDE FOR NATURAL RUNOFF OF WATER WITHOUT LOW SPOTS OR
POCKETS.  FLOW LINES SHALL BE ACCURATELY SET AND SHALL NOT BE LESS THAN 1.0%
GRADIENT IN LANDSCAPE AREAS UNLESS OTHERWISE NOTED.  CONTRACTOR SHALL BE
RESPONSIBLE FOR POSITIVE DRAINAGE IN ALL PLANTING AND TURF AREAS.

21. THE CONTRACTOR SHALL RESTORE ALL AREAS DISTURBED BY CONSTRUCTION TO THEIR
ORIGINAL CONDITION OR BETTER.  RESTORED AREAS INCLUDE, BUT ARE NOT LIMITED TO
TRENCH BACKFILL, SIDE SLOPES, FENCES, CULVERT PIPES, DRAINAGE DITCHES, DRIVEWAYS,
PRIVATE YARDS AND ROADWAYS.   ALL AREAS DISTURBED BY CONSTRUCTION WILL BE
TURFED.

SITEWORK NOTES:
1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR SETTING ALL GRADES, LINES, AND
MEASUREMENTS NECESSARY TO THE PROPER PERFORMANCE AND CONTROL OF THE WORK.

2. THE CONTRACTOR SHALL VERIFY ALL EXISTING GRADES AND SITE CONDITIONS BY A FIELD
INSPECTION BEFORE SUBMITTING A BID.

3.  ALL LOGS, STONES, STUMPS, BRANCHES, ROOTS, RUBBISH, OR OTHER OBJECTIONABLE
MATERIALS DISCOVERED IN THE SOIL DURING THE GRADING PROCESS SHALL BE REMOVED
FROM THE SITE BY THE CONTRACTOR.

4. ALL MATERIALS AND CONSTRUCTION METHODS OF THE CONTRACT SHALL BE AS STATED IN
THE STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTITUTION, NORTH CENTRAL TEXAS
COUNCIL OF GOVERNMENTS (NCTCOG).

5. ANY DAMAGE TO THE EXISTING STREET PAVING, CURB, OR OTHER EXISTING SITE ELEMENTS
SHALL BE REPAIRED AT THE CONTRACTOR'S EXPENSE.

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR SHOOTING ALL SPOT ELEVATIONS
NECESSARY  TO CONSTRUCT THE PROJECT.

7. THE OWNER'S REPRESENTATIVE SHALL APPROVE THE STAKING OF ALL SITE ELEMENTS
BEFORE WORK COMMENCES ON THESE ELEMENTS.

8. IF DIMENSIONS NOTED TO BE FIELD VERIFIED VARY FROM THOSE NOTED ON THE PLAN,
CONTACT THE LANDSCAPE ARCHITECT BEFORE PROCEEDING.

9.THE LOCATION OF UNDERGROUND FACILITIES INDICATED ON THE PLANS ARE TAKEN FROM
PUBLIC RECORDS.  IT IS THE CONTRACTOR'S RESPONSIBILITY TO MAKE ARRANGEMENTS WITH
THE OWNERS OF SUCH UNDERGROUND FACILITIES PRIOR TO WORKING IN THE AREA TO
CONFIRM THEIR EXACT LOCATION AND TO DETERMINE WHETHER ANY ADDITIONAL FACILITIES
OTHER THAN THOSE SHOWN ON THE PLANS MAY BE PRESENT.  THE CONTRACTOR SHALL
PRESERVE AND PROTECT ALL UNDERGROUND FACILITIES. ANY FACILITIES/ UTILITIES
DAMAGED BY THE CONTRACTOR SHALL BE REPLACED AT CONTRACTOR'S EXPENSE. CONTACT
DIGTESS - 811.

10. ALL REINFORCING SHALL CONFORM TO SPECIFICATIONS AND BE SUPPORTED ON
APPROVED CHAIRS.

11. THE STAKING OF ALL PORTIONS OF THE WORK SHALL BE OBSERVED IN THE FIELD BY THE
LANDSCAPE ARCHITECT, CITY STAFF, AND CONTRACTOR PRIOR TO COMMENCEMENT OF
CONSTRUCTION.  IF ADJUSTMENT IS REQUIRED, THE CONTRACTOR SHALL ADJUST THE
STAKING IMMEDIATELY DURING STIPULATED SITE VISIT AND MAINTAIN STAKING THROUGH
CONSTRUCTION.

12. THE CONTRACTOR IS RESPONSIBLE FOR ACQUIRING AND PAYING ALL PERMITS AND
INSPECTIONS FROM ALL JURISDICTIONAL AGENCIES AND CORPORATIONS.  THE CONTRACTOR
WILL NOT BE REQUIRED TO PAY FEES FOR PERMITS ISSUED BY THE CITY.

1. CONTRACTOR SHALL COMPLY WITH ALL APPLICABLE GOVERNING REGULATORY
REQUIREMENTS.  REQUIRED PERMITS SHALL BE OBTAINED BY THE CONTRACTOR.

2. ALL CONSTRUCTION COVERED BY THESE CONTRACT DOCUMENTS SHALL BE IN
CONFORMANCE WITH THE LATEST EDITION OF ALL APPLICABLE CITY AND OSHA CODES AND
STANDARDS, INCLUDING BUT NOT LIMITED TO THE INTERNATIONAL BUILDING CODE AND
AMENDMENTS AS ADOPTED BY CITY OF KELLER.

3. CONTRACTOR TO VERIFY SITE INFORMATION, INCLUDING PROPERTY LINES, EASEMENTS,
BUILDINGS, ROADWAYS, CURB AND GUTTERS, UTILITIES AND OTHER INFORMATION AFFECTING
THIS SCOPE OF WORK.  THE CONTRACTOR SHALL CONTACT THE OWNER'S REPRESENTATIVE
FOR DIRECTION ON HOW TO PROCEED IF ACTUAL SITE CONDITIONS VARY FROM WHAT IS
SHOWN ON THESE DRAWINGS.

4. CONTRACTOR SHALL NOT PROCEED WITH CONSTRUCTION AS DESIGNED IF OBSTRUCTIONS
AND/OR DIFFERENCES EXIST ON SITE THAT WERE NOT APPARENT DURING  THE COURSE OF
DESIGN AND CONSTRUCTION DOCUMENTATION.  SUCH CONDITIONS SHALL BE IMMEDIATELY
BROUGHT TO THE ATTENTION OF THE OWNER'S REPRESENTATIVE.  THE CONTRACTOR SHALL
ASSUME FULL RESPONSIBILITY FOR ALL NECESSARY REVISIONS DUE TO FAILURE TO GIVE
SUCH NOTIFICATION.

5. EXCAVATION IN THE VICINITY OF UTILITIES SHALL BE UNDERTAKEN WITH CARE.  THE
CONTRACTOR BEARS FULL RESPONSIBILITY FOR THIS WORK.  THE CONTRACTOR SHALL
VERIFY THE LOCATION OF ALL SITE UTILITIES WITH LOCAL AUTHORITIES AND/OR OWNER'S
REPRESENTATIVE PRIOR TO BEGINNING EXCAVATION.  ANY DAMAGES TO UTILITIES SHALL BE
REPAIRED IMMEDIATELY AT NO EXPENSE TO THE OWNER.

6. CONTRACTOR SHALL NOTIFY OWNER'S REPRESENTATIVE 48 HOURS PRIOR TO
COMMENCEMENT OF WORK TO COORDINATE PROJECT INSPECTION SCHEDULES.

7. CONTRACTOR SHALL COORDINATE MATERIAL STORAGE, PARKING OF VEHICLES AND
RESTRICTIONS ON WORK WITH OWNER'S REPRESENTATIVE.  PARKING OF VEHICLES AND
STORAGE OF MATERIALS SHALL NOT BE PERMITTED BENEATH THE CANOPIES OF EXISTING
TREES.

8. CONTRACTOR SHALL PROVIDE ALL LABOR, MATERIALS, AND SUPERVISION NECESSARY TO
COMPLETE WORK AS SHOWN IN THESE DRAWINGS UNLESS OTHERWISE SPECIFIED.

9. CONTRACTOR(S) IS RESPONSIBLE FOR REMOVAL OF TRASH AND REPAIR OF HAZARDOUS
CONDITIONS ON A DAILY BASIS, BY END OF WORK DAY.

10. UPON COMPLETION OF CONSTRUCTION AND PRIOR TO FINAL APPROVAL, CONTRACTOR
SHALL THOROUGHLY CLEAN PROJECT SITE OF ALL TRASH AND SCRAPS.  CONTRACTOR SHALL
REPAIR ALL DAMAGE TO FINISH GRADE, INCLUDING TAILINGS FROM EXCAVATIONS, WHEEL
RUTS, ETC., CAUSED BY CONSTRUCTION.

11. ANY REFERENCE TO DRAWING REVISIONS, EXPRESSED OR IMPLIED, ARE SHOWN FOR
INFORMATION AND CONTRACTOR CONVENIENCE ONLY.  THE CONTRACTOR IS RESPONSIBLE
FOR REVIEW AND ADHERENCE TO DRAWINGS ISSUED FOR CONSTRUCTION.

GENERAL LEGEND/ NOTES:
REFERENCE, REFER TOREF.
TYPICALTYP.

MINIMUMMIN.
MAXIMUMMAX.

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR APPLYING SOLID SOD COMMON BERMUDA
GRASS TO  ANY DISTURBED PORTIONS OF THE SITE.  IF AREAS OUTSIDE OF THE
LIMITS-OF-WORK ARE DISTURBED THE CONTRACTOR SHALL RETURN THE DISTURBED AREAS
TO THEIR PRE-CONSTRUCTION CONDITION AS WELL AS PLACE AND ESTABLISH SOLID SOD
COMMON BERMUDA GRASS ON THE DISTURBED AREAS.

3. SILTATION BARRIERS IN SWALES SHALL BE PLACED WITHIN (2) DAYS OF COMPLETION OF
ROUGH GRADING.

4. THE CONTRACTOR IS RESPONSIBLE FOR INTERIM SEEDING OF THE DISTURBED PORTIONS
OF THE SITE.

5. DURING CONSTRUCTION THE CONTRACTOR SHALL PROHIBIT CLEANING, PARKING, OR
STORAGE OF EQUIPMENT OR MATERIALS UNDER THE CANOPY OF ANY EXISTING TREES,
REFERENCE NOTE #14 UNDER 'SITEWORK NOTES'.

6. THE CONTRACTOR SHALL NOT ALLOW THE DISPOSAL OF ANY WASTE MATERIAL SUCH AS,
BUT NOT LIMITED TO PAINT, OIL, SOLVENTS, CONCRETE, MORTAR, ETC. WITHIN THE
LIMITS-OF-WORK.   SUCH MATERIAL SHALL BE LEGALLY DISPOSED AT THE CONTRACTORS'
EXPENSE.

7. TREE PROTECTION FENCING SHALL CONSIST OF FOUR-FOOT (4') HEAVY DUTY ORANGE
PLASTIC FENCING WITH A DIAMOND MESH PATTERN.  PLACE 6' METAL POST SUPPORTS AT 10'
O.C., 2' MINIMUM EMBEDMENT.

8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR WATERING, FERTILIZING AND MAINTAINING
GRASS  UNTIL THE GRASS IS DEEMED ESTABLISHED

9. ALL EROSION CONTROL MEASURES MUST BE REMOVED FROM THE SITE PRIOR TO FINAL
ACCEPTANCE BY THE CITY, UNLESS OTHERWISE STIPULATED BY CITY STAFF.

EROSION CONTROL NOTES:

13. THE CONTRACTOR SHALL MAKE THE DETERMINATION OF THE AMOUNT OF CUT AND FILL
NECESSARY TO COMPLETE THE EARTHWORK AS SHOWN ON THE PLANS AND INCLUDE A FEE
FOR COMPLETION OF THE EARTHWORK IN THE BASE BID.  SOIL SHALL NOT CONTAIN ROCKS 3"
OR LARGER IN ANY DIMENSION.  THE TOP 6" OF SOIL SHALL NOT CONTAIN ROCKS LARGER
THAN ONE INCH (1") IN THEIR LONGEST DIMENSION.

14.  THE ' WORK EXCLUSION ZONE' SHOWN SHALL NOT BE ENTERED  BY THE CONTRACTOR'S
WORKMEN OR SUB-CONTRACTOR'S WORKMEN OR MACHINERY OR EQUIPMENT OF ANY TYPE,
ALL WORK SHALL OCCUR  OUTSIDE OF THIS ZONE.

15. PRUNING OF TREES SHALL ONLY OCCUR IF DIRECTED BY THE OWNER' REPRESENTATIVE.

16. THE CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF TREES, SHRUBS, AND
OTHER PLANT MATERIALS THAT ARE TO REMAIN WITHIN THE LIMITS OF WORK.  PLANT
MATERIALS WHICH ARE DAMAGED SHALL BE REPLACED AT THE CONTRACTOR'S EXPENSE IF
THE OWNER'S REPRESENTATIVE DETERMINES THAT DAMAGE COMMITTED BY THE
CONTRACTOR AND/OR HIS SUBCONTRACTORS, AGENTS, ETC. PRECLUDES MEASURES TO
SAVE THE PLANTS. TREES SHALL BE REPLACED ON A CALIPER INCH PER CALIPER INCH BASIS;
THE MINIMUM CALIPER REPLACEMENT TREES SHALL BE 3" CALIPER.

SITEWORK NOTES CONTINUE:
22. ADEQUATE MEASURES SHALL BE TAKEN TO PREVENT EROSION.  IN THE EVENT THAT
SIGNIFICANT EROSION OCCURS AS A RESULT OF CONSTRUCTION, THE CONTRACTOR SHALL
RESTORE THE ERODED AREA TO ORIGINAL CONDITION.

23. THE CONTRACTOR SHALL NOT ALLOW THE DISPOSAL OF ANY WASTE MATERIAL SUCH AS,
BUT NOT LIMITED TO PAINT, OIL, SOLVENTS, CONCRETE, MORTAR, ETC. WITHIN THE
LIMITS-OF-WORK.   SUCH MATERIAL SHALL BE LEGALLY DISPOSED AT THE CONTRACTOR'S
EXPENSE.

24. CONTRACTOR SHALL CONFORM ACTIVITIES TO THE SWPPP AS SPECIFIED, INCLUDING
INSTALLING, MAINTAINING, AND REMOVING POLLUTION CONTROLS, CONDUCTING AND
DOCUMENTING INSPECTIONS OF POLLUTION CONTROLS, SPRINKLING FOR DUST CONTROL,
MAINTAINING SPILL RESPONSE EQUIPMENT ON-SITE, AND  "GOOD HOUSEKEEPING".
POLLUTION CONTROLS INCLUDE SILT FENCES (OR STRAW BALES), STABILIZED CONSTRUCTION
ENTRANCE, ESTABLISHING GRASS, SPRINKLING FOR DUST CONTROL.

25. THE CONTRACTOR SHALL MAINTAIN THE EXISTING WATER MAINS AND SERVICES IN
OPERATION WHEN INSTALLING THE PROPOSED IRRIGATION SYSTEM. THIS SHALL INCLUDE
ANY TEMPORARY CONNECTIONS, IF REQUIRED.

26. THE CONTRACTOR SHALL FIELD VERIFY DEPTH AND LOCATION OF ALL EXISTING CITY
UTILITIES PRIOR TO INSTALLING PROJECT ELEMENTS.

27. DURING CONSTRUCTION, ALL DRAINAGE DITCHES, CHANNELS, ETC. SHALL BE KEPT
DRAINED, INSOFAR AS PRACTICABLE, AND THE WORK SHALL BE CONDUCTED IN A NEAT
WORKMANLIKE MANNER.

28. DISCREPANCIES, IF ANY, SHOULD BE BROUGHT TO THE ATTENTION OF THE LANDSCAPE
ARCHITECT BEFORE WORK COMMENCES.

TRAFFIC CONTROL GENERAL NOTES

1.  THE CONTRACTOR SHALL PROVIDE THE NECESSARY TRAFFIC CONTROL AND WATCHMEN
TO COMPLETE THE PROPOSED WORK.

2.  PRIOR TO CLOSING ANY LANES ON RUFE SNOW DRIVE THE CONTRACTOR SHALL SUBMIT
THEIR TRAFFIC CONTROL PLAN AND CONTACT THE CITY OF KELLER PUBLIC WORKS
DEPARTMENT.

3.  THE CONTRACTOR SHALL ONLY CLOSE THE LANES OF RUFE SNOW DRIVE WHILE
CONSTRUCTION IS IN PROGRESS.  ALL LANES SHALL BE RETURNED TO SERVICE AT THE END
OF EACH WORK DAY.

CONCRETE FLUSHING NOTES:

1.  THE CONTRACTOR SHALL FURNISH CONTAINMENT AREAS FOR RESIDUAL CONCRETE FROM
CONCRETE TRUCKS AND FLUSHING OF CONCRETE CHUTES, PUMP HOSES ETC.
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LANDSCAPE BEDS, TYP.
REF. LP-1 & CD-3.

EXISTING FLAGPOLES,
DO NOT DISTURB

EXISTING BRICK
COLUMNS, TYP.
DO NOT DAMAGE.

FLUME CROSSING, REF.
DETAIL 6/CD-1.

EXISTING STREET LIGHT,
DO NOT DISTURB

APPROX. TREE CANOPY LOCATION,
DO NOT DISTURB
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658

658 658

659

657

*
SAW-CUT AND REMOVE
APPROX. 162 SQ.FT. OF
EXISTING CONCRETE WALKWAY
AND 20 L.F OF CURB & GUTTER,
REPOUR AS SHOWN ON SL-1 &
SG-1.

SOLID SOD BERMUDA GRASS, REF.
SPECIFICATIONS FOR TURF
ESTABLISHMENT.

PLAYFUL PUPPY SCULPTURE
PLACED ON 24" TALL CONCRETE WALL
WITH 20' L.F. STONE VENEER ON PLAZA
SIDE OF PLATFORM, REF. DETAILS 2 &
5/CD-2.

EXISTING POLICE DEPARTMENT
SIGN, DO NOT DISTURB

CONSTRUCTION ENTRANCE
18" TALL  WALL, STONE VENEER ON
PLAZA FACES AND SMOOTH
CONCRETE FINISH ON PLANTER SIDE
REF. DETAIL 3/ CD-2.

FLUME CROSSING, REF.
DETAIL 6/CD-1.

SILTATION BARRIER
FENCE, REF. DETAIL

SWALE SILTATION
BARRIER

SWALE SILTATION
BARRIER

EXISTING SIDEWALK TO REMAIN OPEN.
PROVIDE WORKMEN FOR VEHICULAR &
PEDESTRIAN TRAFFIC CONTROL AT
CONSTRUCTION ENTRANCE WHEN IN USE.

WORK
EXCLUSION
ZONE

EXISTING TREE IDENTIFICATION
#1 16" Post Oak
#2 12"&10" Post Oak
#3 22" Post Oak
#4 9" Post Oak
#5 20" Post Oak
#6 8" & 11" Post Oak
#7 15" Post Oak
#8 14" Post Oak
#9 27" Post Oak
#10 10" Post Oak
#11 9" Post Oak
#12 15" Post Oak
#13 20" Post Oak
#14 19" Post Oak
#15 18" Post Oak
#16 18" Post Oak

<5%
<5%

CONTRACTOR SHALL SAW-CUT, REMOVE
AND REPLACE SEGMENTS OF EXISTING 5'
WIDE SIDEWALK DAMAGED BY
CONSTRUCTION TRAFFIC.

PROTECT EXISTING
SIDEWALK, DO NOT
DAMAGE.

DOWEL TO EX. PVMT.
REFERENCE DETAIL 5/CD-1.

DETECTABLE WARNING
STRIP, REFERENCE
DETAIL 6 & 8/CD-2.

DOWEL TO EX. PVMT.
REFERENCE DETAIL 5/CD-1.

EXISTING LIGHTS,
TYP.

TREE TRUNK LOCATIONS PER SITE
VISIT, TYPICAL. DO NOT DISTURB.

658

6' WIDE CONCRETE SIDEWALK,
REF. DETAILS 1, 2, &3/CD-1.

"THE PLAYFUL PUPPY" PLAQUE SHALL BE
MOUNTED ON STONE FACE OF PLATFORM

STONE VENEER ON PLAZA SIDE
OF SEAT WALL AND SCULPTURE
BASE, REFERENCE DETAIL 2 & 3/
CD-2.

WORK
EXCLUSION
ZONE

WORK
EXCLUSION
ZONE

LIMITS OF WORK ZONE

LIMITS OF WORK ZONE

TREE PROTECTION FENCE

CONCRETE PAVEMENT,
REFERENCE  DETAIL 2/CD-1.

LEGEND

*

TREE PROTECTION FENCING

CONSTRUCTION ENTRANCE, 
REFERENCE DETAIL SHEET CD-5.

SILTATION BARRIER

NOTE;
THE EXACT PLACEMENT OF THE TREE PROTECTION AND
SILTATION BARRIER SHALL BE DETERMINED ON-SITE
PRIOR TO COMMENCEMENT OF CONSTRUCTION. THE
CONTRACTOR SHALL DETERMINE THE TOTAL LENGTH OF
SILTATION BARRIER REQUIRED VIA INSPECTION OF THE
PLANS AND SITE VISITS.

ALL DISTURBED AREAS SHALL RECEIVE COMMON
BERMUDA GRASS SOLID SOD.

SOLID SODSOLID SODSOLID SOD
PROPOSED 5" THICK CONCRETE,
4,000 PSI, #3 REBAR 14" O.C.B.W.

LIMITS OF WORK ZONE

SWALE SILTATION BARRIER
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THE ' WORK EXCLUSION ZONE' SHOWN SHALL NOT BE
ENTERED  BY THE CONTRACTOR'S WORKMEN OR
SUB-CONTRACTOR'S WORKMEN OR MACHINERY OR
EQUIPMENT OF ANY TYPE, ALL WORK SHALL OCCUR
OUTSIDE OF THIS ZONE.
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LANDSCAPE BEDS, TYP.
REF. LP-1 & CD-3.

EXISTING FLAGPOLES,
DO NOT DISTURB

EXISTING BRICK
COLUMNS, TYP.
DO NOT DAMAGE.

FLUME CROSSING, REF.
DETAIL 6/CD-1.

EXISTING STREET LIGHT,
DO NOT DISTURB

APPROX. TREE CANOPY LOCATION,
DO NOT DISTURB

R9'-3"

R5'-6
"

R16'-0"

R9'-6"

R9'-0"
R6'-0"

R9'-0"

R16'-0"

R9'-6"

11
1°

36
'41

.22
"

178°23'16.01"

56°18'37.87"

1'-6" 42
'-1

1"

70°27'7.47"

7'-111
2"

76°30'1.62"

R27'-0"

16
'-4

"

13°56'37.33"
R33'-10"

8'-
0"

6'-0"

3'-
0"

3'-0
"

19'-5"

4'-6" 3'-2" 6'-0"
3'-0" 4'-11

2"

2'-
10

1 2"

*
PLAYFUL PUPPY SCULPTURE
PLACED ON 24" TALL CONCRETE WALL
WITH 20' L.F. STONE VENEER ON PLAZA
SIDE OF PLATFORM, REF. DETAILS 2 &
5/CD-2.

EXISTING POLICE DEPARTMENT
SIGN, DO NOT DISTURB

CONSTRUCTION ENTRANCE
18" TALL  WALL, STONE VENEER ON
PLAZA FACES AND SMOOTH
CONCRETE FINISH ON PLANTER SIDE
REF. DETAIL 3/ CD-2.

FLUME CROSSING, REF.
DETAIL 6/CD-1.

EXISTING SIDEWALK TO REMAIN OPEN.
PROVIDE WORKMEN FOR VEHICULAR &
PEDESTRIAN TRAFFIC CONTROL AT
CONSTRUCTION ENTRANCE WHEN IN USE.

WORK
EXCLUSION
ZONE

<5%
<5%

CONTRACTOR SHALL SAW-CUT, REMOVE
AND REPLACE SEGMENTS OF EXISTING 5'
WIDE SIDEWALK DAMAGED BY
CONSTRUCTION TRAFFIC.

PROTECT EXISTING
SIDEWALK, DO NOT
DAMAGE.

DOWEL TO EX. PVMT.
REFERENCE DETAIL 5/CD-1.

DETECTABLE WARNING
STRIP, REFERENCE
DETAIL 6 & 8/CD-2.

DOWEL TO EX. PVMT.
REFERENCE DETAIL 5/CD-1.

EXISTING LIGHTS,
TYP.

R6'-0"

TREE TRUNK LOCATIONS PER SITE
VISIT, TYPICAL. DO NOT DISTURB.

R21'-0"

6' WIDE CONCRETE SIDEWALK,
REF. DETAILS 1, 2, &3/CD-1.

"THE PLAYFUL PUPPY" PLAQUE SHALL BE
MOUNTED ON STONE FACE OF PLATFORM

STONE VENEER ON PLAZA SIDE
OF SEAT WALL AND SCULPTURE
BASE, REFERENCE DETAIL 2 & 3/
CD-2.

WORK
EXCLUSION
ZONE

WORK
EXCLUSION
ZONE

5'-
0"

LIMITS OF WORK ZONE

LIMITS OF WORK ZONE

CONCRETE PAVEMENT,
REFERENCE  DETAIL 2/CD-1.

14
'-8

"
F.V

.

2'-8 1
2" F.V.

LEGEND

 F.V.      FIELD VERIFY

NOTE:
ALL WALKWAY AND CONCRETE FLATWORK PAVEMENT
SHALL BE 5" THICK MINIMUM.

ALL PORTIONS OF THE WALKWAY & CONCRETE
FLATWORK SHALL BE CONSTRUCTED IN COMPLIANCE
WITH THE 2010 ADA'S STANDARD OF ACCESSIBLE
DESIGN, U.S. DEPARTMENT OF JUSTICE AND THE 2012
TEXAS ACCESSIBILITY STANDARDS; SPECIFICALLY, BUT
NOT EXCLUSIVELY THE MAXIMUM LONGITUDINAL SLOPE
SHALL NOT EXCEED FIVE PERCENT (5%) THE MAXIMUM
CROSS SLOPE SHALL NOT EXCEED TWO PERCENT (2%)
AND AT THE INTERSECTION OF TRAILS THE SLOPE SHALL
NOT EXCEED TWO PERCENT (2%) IN ANY DIRECTION;
LONGITUDINAL, CROSS AND/OR DIAGONALLY.

PROPOSED 5" THICK CONCRETE,
4,000 PSI, #3 REBAR 14" O.C.B.W.
LIMITS OF WORK ZONE
EXCLUSION FENCE
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EXISTING BRICK
COLUMNS, TYP.
DO NOT DAMAGE.

EXISTING STREET LIGHT,
DO NOT DISTURB

EX GS~657.7
MATCH

PGS 657.6

EX GS~657.6
MATCH

PGS 657.5 EX GS~657.25
MATCH

EX GS~657.3
MATCH

PB 657.95
PGS 657.85

PGS 657.85

PGS 657.9

PB 658.0

PB 658.0

EX GS~657.3
MATCH

EX GS~656.9
MATCH

PB 658.0

PGS 657.9

PB 657.95
PGS 657.85

PGS/BW 658.1

SP 660.25

PGS 658.1PGS/BW 658.1

SP 660.2SP 660.2

EX GS~656.5
MATCH

EX GS~656.8
MATCH

EX GS~656.95
MATCH

PGS 657.75
PB 657.85

SP 660.175
SP 660.15

TW 659.7

PS 658.2

PGS 658.1

PS 658.15

TW 559.65

PS 658.15

SP 660.175

PGS 658.025
TW 659.55

PS 658.05
PS 658.15PS 658.15

PGS 657.7
PB 657.8

EX GS~656.95
MATCH

PS 657.95

PGS 657.0

PGS 657.8
PS/MS 657.9

TPS 657.8
PGS/BPS 657.1

TS/PB 657.9

EX GS~657.35
MATCH

TS 657.8
PGS/BTS 657.1EX GS~657.5

MATCH

EX GS~657.7 MATCH

EX GS~657.6
MATCH

EX GS~658.7
MATCH

PGS 657.75
TS 657.85

PGS 657.8

TS 657.9
PGS 657.9

MS/TS 658.0

TS 658.0

PGS 657.85
TS 657.95

EX GS~657.7
MATCH

PGS 657.0

EX GS~657.7
MATCH

PGS 657.9
TS 658.0

PGS 658.1
TS 658.2

TS 658.45
PGS/FL 657.75TS 658.9

TS 659.35

TS 659.3

PGS 659.55

EX SW~ 659.65
MATCH

EX TC/SW~ 659.65
EX GUT~ 659.25
MATCH

EX TC/SW~659.75
EX GUT~ 659.35

MATCH

EX SW~ 659.8
MATCH

EX GUT~ 659.3
MATCH

EX GUT~ 659.2
MATCH

TS 658.05

PGS 658.0

EX GS~ 658.7
MATCH

EX GS~ 659.05
MATCH

TS 658.975
PGS 658.95

PGS 659.3
TS 659.45

PS 659.4

658

65
8

658

658

TW 659.65
PS 658.5

657

65
8

65
8

659 659

658

658 658

659

PGS 659.25

657

TS 657.95 *
EXISTING POLICE DEPARTMENT
SIGN, DO NOT DISTURB

CONSTRUCTION ENTRANCE

PS 658.05
PS 580.1

TS 658.1
EX GS~ 658.0

MATCH

EX GS~ 658.2
MATCH

EX GS~ 658.25
MATCH

PGS 658.0

PGS 658.2
TS 658.3

EXISTING SIDEWALK TO REMAIN OPEN.
PROVIDE WORKMEN FOR VEHICULAR &
PEDESTRIAN TRAFFIC CONTROL AT
CONSTRUCTION ENTRANCE WHEN IN USE.

WORK
EXCLUSION
ZONE

TSTS 658.5
 FL 657.8

<5%
<5%

CONTRACTOR SHALL SAW-CUT, REMOVE
AND REPLACE SEGMENTS OF EXISTING 5'
WIDE SIDEWALK DAMAGED BY
CONSTRUCTION TRAFFIC.

PROTECT EXISTING
SIDEWALK, DO NOT
DAMAGE.

DOWEL TO EX. PVMT.
REFERENCE DETAIL 5/CD-1.

DETECTABLE WARNING
STRIP, REFERENCE
DETAIL 6 & 8/CD-2.

DOWEL TO EX. PVMT.
REFERENCE DETAIL 5/CD-1.

EXISTING LIGHTS,
TYP.

PS 657.5
PS 657.9

PB 580.0

PGS 657.5
PGS 657.4 PGS 657.8

PB 657.9

PGS 657.9

EX GS~ 657.4
MATCH

PGS 657.3

PGS 657.85

PB/TS 658.0

TPS 657.8
PGS/BPS 657.1

TS 657.9
PGS/BTS 657.2

EX GS~ 657.45
MATCH

EX GS~ 658.0
MATCH

EX GS~ 657.8
MATCH

PGS 657.85
PGS 657.9TS 658.1

PGS 657.95 658 TS 658.0

WORK
EXCLUSION
ZONE

WORK
EXCLUSION
ZONE

EX GS~ 657.6
MATCH

LIMITS OF WORK ZONE

LIMITS OF WORK ZONE

FLUME CROSSING, REF.
DETAIL 6/CD-1.

FLUME CROSSING, REF.
DETAIL 6/CD-1.

ALL WALKWAY AND CONCRETE FLATWORK PAVEMENT

NOT EXCLUSIVELY THE MAXIMUM LONGITUDINAL SLOPE

PS
TS

PGS
EX
GS
SW
PB
SP
TW
BW

101

GRADING LEGEND

PROPOSED CONTOUR

EXISTING CONTOUR

PROPOSED SPOT ELEVATIONS

PAVEMENT SURFACE
TRAIL SURFACE
PROPOSED GROUND SURFACE
EXISTING
GROUND SURFACE
SIDEWALK
PLANTER BORDER
SURFACE OF PLATFORM
TOP OF WALL
BOTTOM OF WALL

PGS 583.8

101

PROPOSED 5" THICK CONCRETE,
4,000 PSI, #3 REBAR 14" O.C.B.W.

LIMITS OF WORK ZONE
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EXISTING BRICK
COLUMNS, TYP.
DO NOT DAMAGE.

EXISTING STREET LIGHT,
DO NOT DISTURB

*
EXISTING POLICE DEPARTMENT
SIGN, DO NOT DISTURB

CONSTRUCTION ENTRANCE

EXISTING SIDEWALK TO REMAIN OPEN.
PROVIDE WORKMEN FOR VEHICULAR &
PEDESTRIAN TRAFFIC CONTROL AT
CONSTRUCTION ENTRANCE WHEN IN USE.

WORK
EXCLUSION
ZONE

<5%
<5%

PROPOSED 6' WIDE SIDEWALK

EXISTING FLAG POLES,
DO NOT DISTURB

CONTRACTOR SHALL SAW-CUT, REMOVE
AND REPLACE SEGMENTS OF EXISTING 5'
WIDE SIDEWALK DAMAGED BY
CONSTRUCTION TRAFFIC.

PROTECT EXISTING
SIDEWALK, DO NOT
DAMAGE.

EXISTING LIGHTS,
TYP.

WORK
EXCLUSION
ZONE

WORK
EXCLUSION
ZONE

LIMITS OF WORK ZONE

LIMITS OF WORK ZONE

FLUME CROSSING, REF.
DETAIL 6/CD-1.

FLUME CROSSING, REF.
DETAIL 6/CD-1.
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9"

SECTION: FLUME CROSSING
SCALE: 1"= 1'-0"

PULTRUDED T-bar (#pt-1517) 1 1
2" deep x 17% open

isophthalic resin light gray with grit surface

contact: Dana Farstad, p.e.

              american grating

              (702) 567-0303

#4 REBAR @ 12" O.C., MAX.

#4 rebar @ 9" O.C.

8 1/2"

2'-0"

TYP.

3'-0"

112"

5"

9"6"

2'-0"

TYP.

3'-6"

3'-6 1/2"

1/4" GAP
1/4" GAP

MANUFACTURER'S T-CL IP ATTACHED

WITH CONCRETE ANCHOR, 4 PER SIDE.

6

6"
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EXPANSION JOINT SPACING

5X - WALK WIDTH

EQUAL TO

WALK WIDTH

EQUAL TO

WALK WIDTH

CONTROL JOINT SPACING

EQUAL TO

WALK WIDTH

EQUAL TO

WALK WIDTH

EQUAL TO

WALK WIDTH

SIDEWALK & TRAIL PAVEMENT

- REF. PLAN FOR LOCATION

2
CD-1

3
CD-1

3
CD-1

PLAN: TYPICAL WALKWAY/SIDEWALK/TRAIL PAVEMENT
3/8" = 1'-0"

EXPANSION JOINT

CONTROL JOINT

1
P-WI-03

FINISH GRADE SHALL

BE SET 1
2" MAX. BELOW

TOP SURFACE OF WALKWAY.

DRY BROOM FINISH

5
"

6'-0"

DIRECTION OF SLOPE SHALL CONFORM

TO SITE DRAINAGE PATTERNS:
3
16" PER 1'-0" CROSS SLOPE (MAX.)
1
8" PER 1'-0" CROSS SLOPE (MIN.)

#3 REINFORCING BARS

@ 18" O.C.E.W.

SECTION: CONCRETE PLAZA / WALKWAY PAVEMENT
1 1/2" = 1'-0"

2" DEPTH OF LEVELING material

2
P-WI-04

EXPANSION MATERIAL- 1/2" THICKNESS

compacted FILL or undisturbed subgrade

2" DEPTH OF LEVELING material

1/2" DIA. X 24" LENGTH SMOOTH DOWEL-

FOR PEDESTRIAN PAVEMENT

WRAP ONE END W/ PAPER & PLACE EXP.

SLEEVE ON THAT END.12" 12"
4"

1
2" MAX.

CONCRETE PAVEMENT

SELAED JOINT,

SEE DETAIL ENLARGEMENT

ENLARGED TYPICAL SEALED JOINT

SEAL FLUSH WITH SURFACE USING PECORA

NR 201 WITH PRIMER (OR APPROVED EQUAL),

COLOR TO MATCH ADJACENT PAVING.

WIDTH TO DEPTH RATIO OF MASTIC TO BE

PER MANUFACTURER'S RECOMMENDATIONS.

CONCRETE PAVING SURFACE

FOAM BACKER ROD.

FIBEROUS EXPANSION JOINT

MATERIAL PER SPECIFICATIONS.

1
8"

1/
4
 D

E
P

T
H
 O

F

C
O
N
C
R

E
T
E

5
"

2" DEPTH OF LEVELING material

CONTROL JOINT
DOWELED EXPANSION JOINT

5
"

3,600 PSI CONCRETE PAVING, SEE

DETAIL             FOR REINFORCING
HAND TOOLED OR SAWED JOINT, SPACING

EQUALS THE WIDTH OF THE WALKWAY,

TRAIL, PAVEMENT OR SIDEWALK.

DETAIL: CONCRETE PLAZA / WALKWAY PAVEMENT JOINTING
1" = 1'-0"

ALL CONCRETE PAVEMENT SHALL BE 3,600 PSI

CONCRETE PAVEMENT; SUBMIT MIX DESIGN FOR

APPROVAL, PER SPECIFICATIONS.

compacted FILL or undisturbed subgrade

3,600 PSI CONCRETE PAVING, SEE

DETAIL             FOR REINFORCING

2 CD-1

2 CD-1

3
P-WI-05

3" = 1'-0"

CONCRETE JOINT AT EXISTING PAVEMENT

12"

EMBED

EXISTING CONCRETE

EXPANSION JOINT:

1/2" FIBEROUS EXP. JNT. MATERIAL WITH BREAK

AWAY TAB; SEAL FLUSH WITH SURFACE USING

PECORA NR201 WITH PRIMER (OR APPROVED

EQUAL) COLOR TO MATCH ADJACENT PAVEMENT

NEW CONCRETE PAVING

12"

DRILL A 3/4" DIA. X 12" DEEP

HOLE IN THE EXISTING CONCRETE,

BLOW CLEAN, COAT DOWEL WITH

HIGH STRENGTH EPOXY GROUT,

ENSURE THERE ARE NO VOIDS.

1/2" DIA. X 24" STEEL

DOWEL @ 18" O.C.

M
A
T
C
H
 D

E
P

T
H

O
F
 E

X
IS

T
IN

G

P
A
V
E
M

E
N
T
, 
5
" 

M
IN

.

5
321313.13-03

24" - NO 4 BARS @ 18" O.C., WHERE
ABUTS CURB SIDEWALK / TRAIL

* HEIGHT VARIES AT ACCESSIBLE
    PARKING SPACES, TRANSITIONS WITH
    THE SLOPED CONCRETE WALKWAY.

1"5"

R2"

R2"

6" *

NOMINAL FACE OF CURB

12"

EXTEND SOIL STABILIZATION
18" MIN. BEYOND BACK OF

 PARKING LOT CURB

3 - #4 REBAR, CONT. AS SHOWN

#3 REBAR  @ 18" O.C. E.W.

1" X 4" FIBEROUS EXPANSION JOINT; SEAL FLUSH
WITH SURFACE  USING PECORA NR 201 WITH

PRIMER OR APPROVED EQUAL

21
2" 2.5%

SIX INCH (6") DEPTH OF COMPACTED FLEXBASE

18"

16"

5"

6"

SECTION: ADJACENT TO WALKWAY CURB
1" = 1'-0"

**

NOTE:
PARKING LOT PAVEMENT SHALL
BE 6" THICK, 3,600 PSI
CONCRETE PAVEMENT

DOWEL TO EXISTING PAVEMENT

321313.16-03
4
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FERTILIZER SCHEDULE: PLANTING  1 AGRIFORM   21 GRAM TABLET

  3 AGRIFORM   21 GRAM TABLETS  2 AGRIFORM   21 GRAM TABLETS

  WITH SPREADS TO THREE (3) FT.

1/3 BALL DEPTH AND NEXT TO BALL.PLACE TABLETS AT A DEPTH APPROX.15-GALLON AND B&B MATERIAL WITH  SPREADS GREATER THAN THREE (3)

3 TO 5-GALLON AND B&B MATERIAL

  FT.

* OR APPROVED EQUAL.

SHRUBS AND PERENNIALS:1-GALLON AND SMALLER

APPROX. 8" BELOW GRADE. PLACE NEXT TOSPACE TABLETS EVENLY AROUND ROOT BALL  EACH ONE-HALF (1/2) INCH OF  1 AGRIFORM   21 GRAM TABLET PER>30-GALLON AND ALL B&B MATERIAL

  3 AGRIFORM   21 GRAM TABLETS2 AGRIFORM   21 GRAM TABLETS

* OR APPROVED EQUAL

*

15-GALLON TREES5-GALLON TREES

  CALIPERBALL.

**TREES

*

*

*

4'-0"SET METAL "T" POST@ 8'-0" O.C. MAX. DRIP LINE 4' HEIGHT CHAIN LINK SAFETY FENCINGAT THE DRIP LINE OF ALL EXISTINGTREES TO BE PROTECTED.

NOTE:EXISTING TREES SHOWN TO REMAIN ARE TO BEPROTECTED DURING CONSTRUCTION. FENCING (MIN. 4'-0" HEIGHT) SHALL BE INSTALLEDAS INDICATED ON THE PLANS. PARKING OF VEHICLES ORPERFORMING WORK WITHIN THE EXCLUSION ZONE WILL NOT BE PERMITTED. THE EXCLUSION ZONE FENCINGSHALL REMAIN THROUGHOUT CONSTRUCTION.

FINISH GRADE2SECTION:  EXCLUSION ZONE FENCINGNOT TO SCALE

CB

A3 CUT METHOD

BRANCH RIDGE

BRANCH COLLAR REMOVE LARGE LIMBS BY PERFORMING THE 3-CUT METHOD.9.

2.1.PRUNING NOTES:MAKE ALL CUTS AS CLOSE TO THE BRANCH COLLAR REMOVE ALL BROKEN, DISEASED, OR WEAK BRANCHES.

4.5.3.8.7.6.OF THE TREE.PRUNE SO AS TO RETAIN THE NATURAL FORMREMOVE APPROXIMATELY 1/3 OF INTERIORDO NOT CUT A LEADER.

AS POSSIBLE-LEAVE NO STUBS.

COATS TO ENSURE SEALING OF THE CUT.PAINTED WITH TREE PRUNING PAINT IMMEDIATELYFROM FEBRUARY 15 - DECEMBER 15 SHALL BE

OAK FAMILY (ie RED OAK, LIVE OAK, BUR OAK, ETC.)CUTS OVER 1/2" DIAMETER MADE TO TREES OF THEFURTHER INSTRUCTIONS.CONTACT LANDSCAPE ARCHITECT PRIOR TO PRUNING FORDO NOT TIP PRUNE.BRANCHING.

FOLLOWING PRUNING (1 HOUR MAX.).  APPLY SUFFICIENT

INCORRECT

CORRECT 1 DETAIL:  TREE PRUNINGNOT TO SCALE

OR EQUAL.  EXTEND INTO NATIVE

FOR SOIL AMENDMENTS) TO AN EIGHT INCH (8")DEPTH IN SHRUB BEDS AND A SIX INCH (6")DEPTH IN GROUND COVER AND ANNUAL/PERENNIAL SECTION:NO SCALE SPACING AS SHOWN ON PLANSLIMITS OF PLANTING BEDBREAK UP GLAZE.  PIT TO BECIRCULAR WITH VERTICAL SIDESFERTILIZER TABLETS

SCARIFY SIDES OF PIT TO 

3PLANTING MIX.SHRUB PLANTING BED BALL DIAMETER AND 1.5 TIMESLOOSEN SUBSOIL MIN. OF 4" DEPTHBELOW PLANT MATERIALSBEDS AS OUTLINED IN THE SPECIFICATIONS.THE BALL DEPTH.PLANT PITS TO BE 2 TIMES THE

SOIL AT CONCRETE BORDER.CONCRETE PLANTER BED BORDERDRIPLINE 4" SHREDDED HARDWOOD BARKDEWITT PRO 5 WEED BARRIERAS PER GENERAL NOTESAND SPECIFICATION DATA.APPROXIMATELY 1" BELOW GRADESET PLUMB IN CENTER OF PIT.SHOULDERS OF BALL TO BE OF PREPARED BEDS.

TILL SOIL AMENDMENTS (REFERENCE SPECIFICATIONS 

FINISH GRADEFINISHED GRADE FLOW FINISHED GRADE

FINISHED GRADE FLOW FINISHED GRADE

FINISH GRADE

ROTARY HEAD

BACKFILL SHALL BENATIVE SOIL FREE OFALL ROCKS AND DEBRISMAINLINE & LATERAL PIPINGSHOULD SHARE THE SAMETRENCH WHENEVER POSSIBLE18" MIN.12" MIN.WIRING DIRECTLY BELOWMAINLINE BUNDLED/TAPEDEVERY 10', EXPANSION COILSEVERY 100' AND AT EACH TURN

ELECTRONIC VALVE W/FLOW CONTROL8" MIN. PEA GRAVELBELOW VALVE SCH 80 NIPPLE

PEA GRAVEL FROMBOTTOM OF TRENCHTO BASE OF QCVSCH 80 NIPPLE LASCO 1" SCH 80SWING JOINTPVC BALL VALVE W/FEMALE THREADS, SIZESAME AS PIPE SIZEMAINLINE

SET AT GRADELASCO SCH 80SWING JOINTPVC TEELATERAL LINEKING BROS. "ONE-STEP"WATERPROOF WIRE CONNECTOR& 1" DIA. WIRE COIL D-1200 VALVE BOX W/D-600 EXTENSION SETAT FINISHED GRADESUPPORT VALVE BOXUSING 2 CONT. ROWSOF BRICKS

3" CLEARD-1200 VALVE BOX W/D-600 EXTENSION SETAT FINISHED GRADE QUICK COUPLER VALVESUPPORT VALVE BOXUSING 2 CONT. ROWSOF BRICKS1 NO. 4 REBAR MINIMUM 24" DEEPINTO SOIL BENEATH PEA GRAVELTIE TO QCV WITH NYLONTIES, AS SHOWN

MAINLINEPVC BALL VALVE W/FEMALE THREADS, SIZESAME AS VALVE

D-1200 VALVE BOX W/D-600 EXT. (IF NEEDED)SET AT FINISHED GRADE8" MIN. PEA GRAVELBELOW VALVE SCH 80 NIPPLESUPPORT VALVE BOXUSING 2 CONT. ROWSOF BRICKS MAINLINEPVC BALL VALVE W/FEMALE THREADS, SIZESAME AS PEA GRAVEL 

NOTE:3000 PSI CONC. THRUST BLOCKREQUIRED ON MAINLINE 3" ANDLARGERPLACE COILED WIRESBENEATH PLASTIC SHEETINGPLASTICSHEETING 8"8"8"8"8"8"8"8"1'-6"10"1/2" ANCHOR RODSGATE VALVE

INSTALL SPRINKLERAT FINISHED GRADEPVC LATERAL LINE PVC TEELASCO 3/4" SCH 80SWING JOINTPVC TEEPVC LATERAL LINENIPPLE4" POP-UP SPRAY HEAD

LOOPED REBARLOOPED REBARLOOPED REBARLOOPED REBAR

NOTED ON PLANCOMPACT IN COMPLIANCE WITH SPECIFICATIONS.

ASECTION:  VALVENOT TO SCALE BDETAIL:  LARGE ROTARY HEADNOT TO SCALE CDETAIL:  THRUST BLOCKNOT TO SCALEFOR 3" MAINLINE OR LARGER

DDETAIL:  MANUAL VALVENOT TO SCALE ESECTION:  TYPICAL TRENCHNOT TO SCALE

F

DETAIL:  QUICK COUPLER VALVE (QCV)

NOT TO SCALEGDETAIL:  POP-UP SPRAY HEADNOT TO SCALE IDETAIL:  SMALL ROTARY HEADNOT TO SCALEIRRIGATION DRIP LINE2" HARDWOOD MULCH2" MIN SOIL COVER8" SOIL PREPARATION DEPTH12" MAX SPACINGBETWEEN EMITTERSNOTE:MAXIMUM SPACING BETWEEN PARALLELRUNS OF THE DRIP LINES SHALL BE 18" O.C.HDETAIL:  PLANTING BED DRIP LINE INSTALLATIONNOT TO SCALE

IRRIGATION NOTES:

ADDENDUM #2 - Item #7 Irrigation System ClarificationsA.Three inch (3”) pipe shall have solvent weld joints.B.Four inch (4”) and larger pipe shall be gasketed pipe.C.Fittings for four inch (4”) pipe shall be Ductile Iron push-on fittings(Harco or Matco).D.Six inch (6”) pipe and larger shall have Ductile Iron Mechanical Joint(M.J.) with Mega Lugs.E.All change of direction  fittings on pipe four inches (4”) and largershall have trust blocking  in compliance with the plans and Citystandards.F.Outlet valves/taps off the irrigation mainline shall be Ductile Iron withsingle strap stainless steel tapping saddles.G.All pipe used on the irrigation system shall be purple.H.All controllers shall be wall mounted.I.Rainmaster controllers  are manufactured by John Deere

Greentech.Contact: Bill Rosser (214) 283-2851.

NOTE:

ALL HEADS, VALVES, VALVE BOXESLIDS, QUICK COUPLERS VALVES, ETC.SHALL HAVE PURPLE MARKINGINDICATING NON-POTABLE WATER.

FINISH GRADETURF4" DEPTH MULCHPLANTING BED SOILREF. SPECIFICATION AND CD-4COMPACTED SUBBASEPER ENGINEERCONCRETE MOW-EDGE#4 REBAR, CONT. AS SHOWNBROOM FINISH3,000 PSI CONCRETE12" TYP.6", TYP.1" MAX.DECOMPOSED GRANITE SHALL BE STABILIZED WITHTECHNISOIL STABILIZER OR APPROVED EQUAL.  APPLYPER MANUFACTURER'S SPECIFICATIONS.CONTACT:TECHNISOIL  www.technisoil.com 817.356.2250HSECTION:  CONCRETE MOW STRIPNOT TO SCALE

2'-0" MIN.EMBEDMENT

REFERENCE DETAIL 1/CD-2.

9"SECTION: FLUME CROSSINGSCALE: 1"= 1'-0"

PULTRUDED T-bar (#pt-1517) 1 12" deep x 17% openisophthalic resin light gray with grit surfacecontact: Dana Farstad, p.e.              american grating              (702) 567-0303

#4 REBAR @ 12" O.C., MAX.#4 rebar @ 9" O.C.

8 1/2"2'-0"TYP.

3'-0"

112"

5"9"6"

2'-0"TYP.3'-6"3'-6 1/2"1/4" GAP1/4" GAPMANUFACTURER'S T-CL IP ATTACHEDWITH CONCRETE ANCHOR, 4 PER SIDE.

6

FINISH GRADE

6"
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AND ONLY IF, ACCOMPANIED BY AN ORIGINAL SIGNATURE OF
THE REGISTRANT AND DATE OF EXECUTION. DOCUMENTS NOT
BEARING EACH OF THE 3 AFOREMENTIONED ITEMS SHALL BE
CONSIDERED INCOMPLETE AND SHALL NOT BE  USED  FOR

THE CADDSEAL APPEARING ON THIS DOCUMENT IS VALID IF,
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4" HARDWOOD MULCH

FINISH GRADE

2 #4 REBAR CONT.

7
"

9"

SECTION: PLANTER BED BORDER
N.T.S. DETAIL-FILE

1

PLANTER BED MIX

MATERIAL

2
 1
/2

"

stone VENEER, SEE NOTE THIS SHEET

no. 4s cont @ 12" o.c. max.

3,600 PSI REINFORCED

CONCRETE WITH #3 REBAR @ 18" O.C.e.w.

 1" X 5" BITUMINOUS EXPANSION JOINT,

SEAL W/ PECORA NR201 PRIMER OR

APPROVED EQUAL

SECTION: SCULPTURE PLATFORM @ PLAZA
nts

2

12
" 

m
in

the CONCRETE stone LEDGE SHALL

NOT be exposed.

*select fill material shall have a

plasticity index between 7 & 15, a liquid

limit of less than 35 and no more than

70% retained on a #200 sieve with less

than 2% organic matter; compacted

to 45% of standard proctor maximum

dry density at a moisture content

between -1% to 3% of optimum.

existing soil

USE CORROSION RESISTANT MASONRY

TIES @ 24" O.C. EVERY OTHER COURSE,

STAGGER TIES BETWEEN RUNS; CONNECT

TO CONCRETE WALL USING 114" TAPCON

CONCRETE ANCHORS.

SE
LE

CT F
ILL

 m
ate

rial

10" 5"

overhang 1" min. to 3" max.

on curves

3
4" chamfer

5" thick concrete

NO. 4 DOWEL- ELL 1'-9" X 9" @ 18"O.C.

NO 3 STIRRUPS @ 18"O.C.

2-NO 4S CONT. @ 12"O.C. MAX.

NO. 4 DOWEL- ELL 12" X12" @ 12" O.C.

no. 3s @ 18"o.c. each

2-NO 4S CONT. @ 12"O.C. MAX.

2
4
"

DETAIL: STONE CAP
nts

1" TO 2"

17" TO 19"

3
"

4

drill a 3/4" dia. x 3" deep hole

into conc. wall NO 4 DOWEL X 4"

LENGTH EPOXY INTO CAP STONE,

PLACE SUFFICIENT EPOXY TO

ENSURE VOID FREE EMBEDMENT

1
4" SLOPE TO OUTSIDE EDGE

stone VENEER, SEE NOTE THIS SHEET

MIN. 3,600 PSI REINFORCED

CONCRETE WITH #3 REBAR @ 18" O.C.

1 
1
2" min. sand embedment

3 1
4"THICK hollandstone concrete pavers,

REF. DETAIL 7/CD-2

SECTION: SHORT WALL DETAIL
nts

3

12
" 

m
in

THE CONCRETE STONE LEDGE SHALL

NOT BE EXPOSED

varies

17" to 19"

overhang 1" min. to 2" max.

on curves

5" thick concrete

NO. 4 DOWEL- ELL 12" X 18" @ 18"O.C.

NO 3 STIRRUPS @ 18"O.C.

2-NO 4S CONT. @ 12"O.C. MAX.

 1" X 5" BITUMINOUS EXPANSION JOINT,

SEAL W/ PECORA NR201 PRIMER OR

APPROVED EQUAL

2-NO 4S CONT. @ 12"O.C. MAX.

USE CORROSION RESISTANT mASONRY

3 min. per 2' l..f.

FINISH GRADE OF PLANTING BED

15"

BACK FILL VOID WITH MAXIMIZER CONCRETE

THE STONE VENEER SHALL BE COMPRISED OF

65%- 4" Chopped stone

25%- 6" chopped stone and

10%- 8" chopped stone

the stone sizes shall be smaller and

present a horizontal appearance.

the desired effect is to avoid the

standard ashlar pattern within the

stone veneers.
12
"

* select fill

NO. 4s vertical @ 12" o.c. 3'-0" length

oklahoma flagstone cap 3" min.

thickness, REF. DETAIL 4/CD-2.

smooth concrete finish

STONE CAP ANCHOR: DRILL 34" DIAMETER X 1"

DEEP HOLE INTO CAP STONE, 24"O.C.,

MINIMUM OF ONE PER CAP STONE

NO 4 DOWEL X 4" LENGTH EPOXY INTO CAP

STONE, PLACE SUFFICIENT EPOXY TO ENSURE

VOID FREE EMBEDMENT

UNDISTURBED SOIL

STONE CAP ANCHOR:

drill 1" deep x 3/4" dia. holes into the

CAP STONE, 24" O.C., MINIMUM OF ONE

PER STONE CAP

NOTE; EXPOSED EDGES OF STONE AT

SCULPTURE PLATFORM AND SEAT WALL

CAP SHALL BE THE NATURAL EDGES

OF STONE; EXPOSED EDGES OF

STONE SHALL NOT BE BROKEN OR CUT

NOTE; EXPOSED EDGES OF STONE AT

SCULPTURE PLATFORM AND SEAT WALL

CAP SHALL BE THE NATURAL EDGES

OF STONE; EXPOSED EDGES OF

STONE SHALL NOT BE BROKEN OR CUT

NO 4S VERTICAL @ 12" O.C. 2'-6" LONG

2'-0" MIN.

ARMOR-TILE OR APPROVED EQUAL

TRUNCATED WARNING STRIP,

REF DETAIL

24" #4 smooth dowel 12" into

VEHICULAR pavement, 18" o.c.

#3 REBAR

@ 18" O.C. E.W.

MAXIMUM.

FIBEROUS EXPANSION JOINT MTRL.;

SEAL FLUSH WITH SURFACE  USING

PECORA NR 201 WITH PRIMER OR

APPROVED EQUAL

slope varies, ref. grading plans

3,600 PSI 5 12 SACK
CONCRETE MIX.

DETAIL: WALKWAY AT PARKING LOT
1" = 1'-0"

1 : 50  MAX. SLOPE

6'-0" MAX.

5
"

DOWEL TO EXISTING PAVEMENT

6" MIN.

1" SAND SETTING BED

6" MAX

8 CD-2

slope WALKWAY BEYOND

5
P-MI-35

0.1875"

1.
3
7
5
"

1.2625"
1.670"

TYP.
R0.375" 1.2625"

1.670"

TYP.

1.
3
7
5
"

1.670"

TYP.
1.125"

1.670"

TYP.
1.125"

3.00"
3.00"3"

0"

0.1875"

0.1875"
0.20"

0.20"

SECTION: * ARMOR-TILE - DETECTABLE WARNING STRIPS
6" = 1'-0"

90° POINTS

0.045" HIGH

0.1875" DIA. VENT

HOLE (ONE PER

CELL EACH SIDE)

0.625" HOLE THROUGH

EMBEDMENT FLANGES

0.1875" DIA. VENT

HOLE (ONE PER

CELL EACH SIDE)

0.1875"
0.625" HOLE THROUGH

EMBEDMENT FLANGES

INTERNAL EMBEDMENT FLANGE

@ 3" O.C. (SEE PLANS FOR ORIENTATION)

Note: OPTIONAL sound

amplifying plate added

by manufacturer.

section a-a

section b-b

contact:

engineered plastics

brian tuggle

1-800-682-2525

Note: set armor tile into

the concrete surface,

per manufacturer's spec.

concrete surface

concrete surface

NOTE:

CURB RAMPS AND CROSSWALKS WILL REQUIRE

THAT THE ARMOR-TILES BE CUT TO WORK WITH

THE ON-SITE CONDITIONS

* OR APPROVED EQUAL
6

P-MI-94

15" min

1"overhang

10"

15"

10"

#4 vertical @

12" o.C. max.

#4 cont. @

12" o.C. max.

vehicular trafficpedestrain traffic
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FERTILIZER SCHEDULE: PLANTING

  1 AGRIFORM   21 GRAM TABLET

  3 AGRIFORM   21 GRAM TABLETS

  2 AGRIFORM   21 GRAM TABLETS

  WITH SPREADS TO THREE (3) FT.

1/3 BALL DEPTH AND NEXT TO BALL.

PLACE TABLETS AT A DEPTH APPROX.

15-GALLON AND B&B MATERIAL WITH

  SPREADS GREATER THAN THREE (3)

3 TO 5-GALLON AND B&B MATERIAL

  FT.

* OR APPROVED EQUAL.

SHRUBS AND PERENNIALS:

1-GALLON AND SMALLER

APPROX. 8" BELOW GRADE. PLACE NEXT TO

SPACE TABLETS EVENLY AROUND ROOT BALL

  EACH ONE-HALF (1/2) INCH OF

  1 AGRIFORM   21 GRAM TABLET PER

>30-GALLON AND ALL B&B MATERIAL

  3 AGRIFORM   21 GRAM TABLETS

2 AGRIFORM   21 GRAM TABLETS

* OR APPROVED EQUAL

*

15-GALLON TREES

5-GALLON TREES

  CALIPER

BALL.

*

*

TREES

*

*

*

4'-0"

SET METAL "T" POST

@ 8'-0" O.C. MAX. 

DRIP LINE

4' HEIGHT CHAIN LINK SAFETY FENCING

AT THE DRIP LINE OF ALL EXISTING

TREES TO BE PROTECTED.

NOTE:

EXISTING TREES SHOWN TO REMAIN ARE TO BE

PROTECTED DURING CONSTRUCTION. 

FENCING (MIN. 4'-0" HEIGHT) SHALL BE INSTALLED

AS INDICATED ON THE PLANS. PARKING OF VEHICLES OR

PERFORMING WORK WITHIN THE EXCLUSION ZONE WILL 

NOT BE PERMITTED. THE EXCLUSION ZONE FENCING

SHALL REMAIN THROUGHOUT CONSTRUCTION.

FINISH GRADE

2 SECTION:  EXCLUSION ZONE FENCING
NOT TO SCALE

C B

A

3 CUT METHOD

BRANCH RIDGE

BRANCH COLLAR
REMOVE LARGE LIMBS BY PERFORMING THE 3-CUT METHOD.9.

2.

1.

PRUNING NOTES:

MAKE ALL CUTS AS CLOSE TO THE BRANCH COLLAR 

REMOVE ALL BROKEN, DISEASED, OR WEAK BRANCHES.

4.

5.

3.

8.

7.

6.

OF THE TREE.
PRUNE SO AS TO RETAIN THE NATURAL FORM

REMOVE APPROXIMATELY 1/3 OF INTERIOR

DO NOT CUT A LEADER.

AS POSSIBLE-LEAVE NO STUBS.

COATS TO ENSURE SEALING OF THE CUT.

PAINTED WITH TREE PRUNING PAINT IMMEDIATELY
FROM FEBRUARY 15 - DECEMBER 15 SHALL BE
OAK FAMILY (ie RED OAK, LIVE OAK, BUR OAK, ETC.)
CUTS OVER 1/2" DIAMETER MADE TO TREES OF THE

FURTHER INSTRUCTIONS.
CONTACT LANDSCAPE ARCHITECT PRIOR TO PRUNING FOR

DO NOT TIP PRUNE.

BRANCHING.

FOLLOWING PRUNING (1 HOUR MAX.).  APPLY SUFFICIENT

INCORRECT

CORRECT 1 DETAIL:  TREE PRUNING
NOT TO SCALE

OR EQUAL.  EXTEND INTO NATIVE

FOR SOIL AMENDMENTS) TO AN EIGHT INCH (8")
DEPTH IN SHRUB BEDS AND A SIX INCH (6")
DEPTH IN GROUND COVER AND ANNUAL/PERENNIAL 

SECTION:
NO SCALE

SPACING AS SHOWN ON PLANS

LIMITS OF PLANTING BED

BREAK UP GLAZE.  PIT TO BE
CIRCULAR WITH VERTICAL SIDES

FERTILIZER TABLETS

SCARIFY SIDES OF PIT TO 

3

PLANTING MIX.

SHRUB PLANTING BED 

BALL DIAMETER AND 1.5 TIMES

LOOSEN SUBSOIL MIN. OF 4" DEPTH
BELOW PLANT MATERIALS

BEDS AS OUTLINED IN THE SPECIFICATIONS.

THE BALL DEPTH.

PLANT PITS TO BE 2 TIMES THE

SOIL AT CONCRETE BORDER.

CONCRETE PLANTER BED BORDER

DRIPLINE

4" SHREDDED HARDWOOD BARK

DEWITT PRO 5 WEED BARRIER

AS PER GENERAL NOTES
AND SPECIFICATION DATA.

APPROXIMATELY 1" BELOW GRADE

SET PLUMB IN CENTER OF PIT.
SHOULDERS OF BALL TO BE 

OF PREPARED BEDS.

TILL SOIL AMENDMENTS (REFERENCE SPECIFICATIONS 
2'-0" MIN.

EMBEDMENT

REFERENCE DETAIL 1/CD-2.
FINISH GRADE
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STEEL FENCE POST

MAXIMUM SPACING:

    WITHIN SWALES - 2'-0" O.C.

    GENERAL SITE - 4'-0" O.C.

MINIMUM EMBEDMENT:

    WITHIN SWALES - 3'

    GENERAL SITE - 2'

WIRE MESH

BACKING SUPPORT

4X4-W1.4xW1.4

6"

6
"

FABRIC TOE-IN

TRENCH

(BACKFILLED

& COMPACTED)

BACKFILL WITH

EXCAVATED SOIL.

COMPACT TO

95% MINIMUM.

SILT FENCE

(MIN. HEIGHT

24" ABOVE

EXIST. GROUND)

FLOW

SECTION: SILTATION BARRIER FENCE
1" = 1'-0"

4
P-LE-14

PROFILE

PLAN: EXISTING GRADES SLOPING TO STREET

GRADE TO DRAIN AWAY

FROM STABILIZATION &

STREET PAVED SURFACE.

WATER MUST FLOW

AWAY FROM ENTRANCE.

TRANSITION STONE

TO PAVED SURFACE.

RADIUS 5' MIN.

18
'

24' R.O.W.

PROVIDE CULVERT IN

DITCH/SUPRESSION UNDER

STABILIZED ENTRANCE TO KEEP

RUNOFF OFF OF STREET PVMT.

MAINTAIN 6" MIN. STONE

DEPTH THROUGHOUT

LENGTH OF CONSTRUCTION

24'

EXISTING GRADE PAVED SURFACE

FILTER FABRIC

SLOPE STONE TO PREVENT

RUNOFF FROM LEAVING SITE

NOTE:

STONES SHALL BE 4"-6" DIA.

CRUSHED ROCK.

NCTCOG 02270.G

STORM WATER QUALITY

BEST MANAGEMENT PRACTICES

FOR CONSTRUCTION ACTIVITIES.

THE STABILIZED CONSTRUCTION ENTRANCE/EXIT

MAY BE USED AS A VEHICLE WASH DOWN AREA

FOR DEBRIS AND SOIL REMOVAL BEFORE EXITING

THE SITE ONTO THE EXISTING ROADWAY.

LOCATION FOR INSTALLATION WILL BE DETERMINED

AT EACH SITE.  ALTERNATE LOCATION(S) MUST BE

APPROVED BY OWNER OR LANDSCAPE ARCHITECT

PRIOR TO INSTALLATION.  STABILIZED CONSTRUCTION

ENTRANCE/EXIT SHALL BE TOP DRESSED WITH

ADDITIONAL STONE AS NECESSARY.

THE CONTRACTOR SHALL EXCAVATE, REMOVE, AND

LEGALLY DISPOSE ALL CONSTRUCTION ENTRANCE

STONE UPON COMPLETION OF PROJECT.

PLAN: EXISTING GRADES SLOPING INTO SITE

PROVED CONT. SOLID

SILT BARRIER FOR REQ.

LENGTH TO CATCH &

FILTER ALL WATER FROM

VEHICLE WASH DOWN AREA.

TRANSITION TO PAVED

SURFACE.

RADIUS 5' MIN.

18
'

24' R.O.W.

GRADE TO DRAIN AWAY

FROM STABILIZATION &

STREET PAVED SURFACE.

WATER MUST FLOW

AWAY FROM ENTRANCE.

PROVED CONT. SOLID SILT

BARRIER FOR REQUIRED

LENGTH TO CATCH & FILTER

ALL WATER FROM VEHICLE

WASH DOWN AREA.

DETAIL: STABILIZED CONSTRUCTION ENTRANCE/EXIT
n.t.s.

5
P-MI-110
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